
Temporary pole
Disconnect Box with
GFCI Breaker or Receptacle

Triplex wire - 50 ft. Max 

Weather-head

Note:  Temporary pole, Weather-head, Meter Can, Ground rod & Disconnect Box – provided by member
or designee.  Pole to be installed securely – East Central Electric to inspect before terminating cables
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East Central Electric – Temporary Service For Overhead & 
Underground (excludes mobile homes)

Meter Can

Conduit

Clearance
Per Code

Ground Rod & wire
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East Central Electric – Temporary Service For Overhead & 
Underground Using Existing Utility Pole

Note:  If this is to be used at the permanent service, the final                                  
installation will need to be inspected by the company

East Central Electric
Meter Can

Members Disconnect Box With
GFCI breaker or Receptacle

East Central Electric
Meter Can

5 ft

Ground Rod & wire



5 ft. max.

Temporary Pole or Post

Transformer or Pedestal

Meter Can

Disconnect
With 
GFCI Breaker
Or Receptacle

Ground Rod & Wire

NEC Underground
Protected
3-wire cable

East Central Electric – Temporary Service For Overhead & 
Underground

1
 f

t.
 m

in
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Dig one (1) foot ditch & bury cable. Provide enough coiled wire to extend into the 
padmount transformer

5 ft




